[image: ]LOVELY-WK lntelligent ground vehicles tester
USAGE OVERVIEW
LOVELY-WK plate load test set can be used to test the foundation coefficient of coarse, fine soil and compacted roadbed, base course, etc. It can also be used to calculate the deformation modulus of uniform foundation soil. Test the stress and deformation characteristics of foundation soil, determine the foundation coefficient of railway, highway roadbed, base, etc. The product has the function of testing K30, K40, K60.ln order to meet the requirements of railway Informa ionization, our company jointly with experts of railway departments, breaking the traditional old test methods, intellectualized the foundation coefficient tester, greatly improving the test accuracy and efficiency. The product quality has reached the international advanced level.

PRODUCT FEATURES
1.It is the first data processing method of APP in China. It realizes data wireless collection and transmission. It also provides cloud transmission ports for docking engineering detection and management system. It provides reliable data sources for real-time data collection, online data analysis and large data management.
2.Imported sensors and some components are used, which has high test accuracy and more reliable test data.
3.Imported cylinders and manual pumps are adopted, with outstanding performance of pressure control and voltage stabilization.
4.The displacement acquisition device adopts heavy profile and three-point support design, which has strong seismic and windproof capability and ensures accurate data.
5.Displacement acquisition data: single point acquisition of load plate center, data more objective and accurate;
6.The wireless Bluetooth micro printer can print directly on the spot to ensure the accuracy and objectivity of the test results. 
7.Direct display of load strength and settlement value, automatic calculation of K30, K40, K60 value, and display pressure and settlement curve.




[image: ]INSTRUMENT CONSYITUTES
Displacement measuring device    Loading device      Wireless Host Box   Cable mainframe

[bookmark: _GoBack][image: ]TECHNICAL PARAMETERS
image1.png




image2.png




image3.png
Applicable Soil Types

Soil-rock mixed fillers with particle size less than

Soil-rock mixed fillers with particle size less than 1/4 of

Bearing plate

Diameter: 300mm

»
% % 1/4 of the diameter of bearing plate the diameter of bearing plate
g % Test impact depth | 0~500mm 0~500mm
> o | workenvironment | Temperature-10~40 C Humidity <90%HR Temperature-10~40 C Humidity <90%HR
Huawei Mobile Phone Soreen size: 3 inches
Soreen size: 5 inches Volume: 100 x 205 x 40mm
g Volume: 145 x 70 x 10 mm Weight: 0.8kg
g Weight: 110g Handheld Host.
% storage capacity Deperdingon the phone, 106 400 sets of test data
2 | pata mode | Data wirele data cloud Data line
Power supply mode | Depending on the cell phone battery Large capaciy [thium battery, working time is more than 18 hours
Display mode Mobil de, Chinese and Handheld host screen, Chinese and English switching display
Printer | Connection mode | Wireless Bluetooth Printing Wireless Bluetooth Printing
Pressure Sensor Range | 100KN 100kN
SENSOT | pycplacement sensor range | 25mm, Resolution 0.01mm 25mm, Resolution 0.01mm

Diameter: 300mm

Thickness: 25mm

Thickness: 25mm

Weight: 17.5 kg

Weight: 17.5 kg,

Loading device

Hydraulic Pump: Pressure 100 kN

Hydraulic Pump: Pressure 100 kN

High Pressure Hose: Length 2m
Pluggable pressure cylinder connecting rod: 1.x 40 mm.

1x90 mm, 1x 120 mm,

High Pressure Hose: Length 2m
Pluggable pressure cylinder connecting rod: 1 x 40 mm

1x90 mm, 1x 120 mm,

| 1x160mm,2x60mm

Three-point bracket (with retractable,

1x160 mm, 2 x 60 mm

Three-point bracket (with retractable,

Rotary lever arm, adjustable base)

Rotary lever arm, adjustable base)

Dimension: 2320 x 570 x 420 mm

Dimension: 2320 x 570 x 420 mm (long X, wide X, high)

Weight: 12.5 kg

Weight: 12.5 kg,
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Host box

Material: Engineering Plastics
Volume: 470 x 360 x 170mm
Weight: 7.0kg

Material: Engineering Plastics
Volume: 470 x 360 x 170mm
Weight: 7.0kg

Outer packing box 1

Outer packing box 2

Material: Aluminum alloy

Material: Aluminum alloy

Volume: 1410 x 510 x 260 mm

Volume: 1410 x 510 x 260 mm

Weight: 72 kg
Material: Aluminum alloy

Weight: 72 kg
Material: Aluminum alloy

Volume: 1270 *440 *230mm

Volume: 1270 *440 *230mm

Weight: 32kg

Weight: 32kg




